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TYPICAL LOT CONNECTION SETOUT WITHOUT ROAD CROSSING
TYPICAL ELEVATIONS TYPE 1, 2 & 5 - PROPERTY CONNECTION DETAILS
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TRENCH DETAIL - TYPE B
(STANDARD - UNDER VERGE)

TYPE 2 EMBEDMENT MATERIAL
(10mm SINGLE SIZE GRAVEL)
WRAPPED IN GEOTEXTILE.
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TRENCH DETAIL - TYPE C
(STANDARD - UNDER ROAD PAVEMENTS)

ASPHALT SURFACINGPAVEMENT AS SPECIFIED

COMPACTED 3% CEMENT STABILISED
SAND BACKFILL

SEWER MAIN

MARKER TAPE TO BE PROVIDED BY
CONTRACTOR AND LAID ATOP GEOFAB.

COMPACTED BACKFILL MATERIAL TO
95% MMDD.

MARKER TAPE TO BE PROVIDED BY
CONTRACTOR AND LAID 300mm ABOVE
PIPE.

TYPE 2 EMBEDMENT MATERIAL (10mm
SINGLE SIZE GRAVEL) WRAPPED IN
GEOTEXTILE.

450 450

100mm THICK COMPACTED TOPSOIL
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MANHOLE

1. REFER DRG B20-12357 FOR STANDARD NOTES.

2. ALL DIMENSIONS ARE IN MILLIMETERS U.NO.

3. BENCH AND SHORE TRENCHES WHERE NECESSARY TO CONFORM TO SAFETY
REQUIREMENTS OR AS DIRECTED BY A GEOTECHNICAL ENGINEER.

4. REFER SEWERAGE LONGITUDINAL SECTIONS FOR SEWER SETOUT, PIPE DIAMETERS
AND TRENCH TYPES.

5. CONTRACTOR SHALL CONFIRM THE LEVEL OF ALL EXISTING SEWER CONNECTION
POINTS PRIOR TO COMMENCING CONSTRUCTION. DISCREPANCIES TO BE REFERRED TO
THE SUPERINTENDENT BEFORE PROCEEDING.

6. PROPERTY CONNECTIONS TO BE CONSTRUCTED IN ACCORDANCE WITH PWC STD
DRGS W2-1-01 TO W2-1-10.

7. ACCESS CHAMBERS TO BE CONSTRUCTED IN ACCORDANCE WITH PWC STD DRGS
W2-2-01A, W2-2-01D & W2-2-03.

8. MAINTENANCE SHAFTS TO BE CONSTRUCTED IN ACCORDANCE WITH PWC STD DRGS
W2-2-07 & W2-2-08.

9. PIPE STUBS FOR FUTURE LINES SHALL INCLUDE THE STANDARD ACCESS CHAMBER
FLEXIBLE JOINTS AND A PUSH-ON ENDCAP LOCATED AFTER THE SECOND JOINT.

F.S.L.

N.T.S.

N.T.S.

N.T.S. N.T.S.

TYPICAL MAIN LABEL
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OFFSET ACCESS CHAMBER DETAIL
SCALE 1:50

SCALE 1:50
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AT ORIGINAL SIZE (A1)

INVERT LEVEL AT MAIN.
REFER LONG SECTION INVERT LEVEL. REFER LAYOUT PLAN.

GEOTEXTILE GEOTEXTILE
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BRISBANE / DARWIN / GOLD COAST / MELBOURNE / PERTH / 
SUNSHINE COAST / SYDNEY / TOOWOOMBA
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PIPE GRADE 1:100 U.N.O. ON
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INVERT LEVEL B INVERT LEVEL A

INVERT LEVEL B
(TYPE 5 CONNECTIONS ONLY)
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TYPE 2
SEWER
MAIN

INVERT LEVEL AT MAIN.
REFER LONG SECTION

INVERT LEVEL. REFER LAYOUT PLAN.

* NOTE, THESE DETAILS ARE SCHEMATIC ONLY AND REFERENCE SHALL BE MADE TO THE RELEVANT PWC STANDARD
DRAWINGS FOR EACH CONNECTION TYPE
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