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SS q NEW P100 CONDUIT ADD P100 CONDUIT. MINIMUM CUR\./I.E AND BEND RADII.
'\(&‘P STOP 200 FROM Minimum curve / bend radius
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: NBN Co ELECTRICAL ends D
MARKER ~ MARKER 100mm 13,000 5,000 800
TAPE TAPE
50mm 6,500 800 300
A W ‘ 20mm 2,600 Not applicable 300
3|8 150 =
3 ! | X § g - CLEARANCE FROM OTHER CARRIERS AND SERVICES
O o = Service item Minimal Radial Clearances *1
NBN Co -
CONDUIT ] GAS PIPE Over 110mm 300mm
SDU Development Information ELECTRICAL _ omn or Less 150mm
Development Name: = POWER High Voltage 300mm
Zuccoli Aspire LOT 13356 ELECTRICAL CABLES Low Voltage 100mm *2
E WATER MAINS High Pressure/Capacify 300 E
Developer Company: BILL OF MATERIAL TYPICAL SHARED TRENCH SECTION mm
Local Reficulation 150mm
COSTOJIC PTY LTD ‘
NO OF LOTS:10 ALL TRENCHES TO BE SUPPLIED BY DEVELOPER, SEWER Main 300mm
Development Adaress: PITS DUCTS SHARED TRENCH WITH ELECTRCALS UNLESS Comection Fipe -
ZUCCOLI NT SIZE | QTY | SIZE | QTY |[MTRS OTHER TELECOMMUNICATIONS 100mm *1
Authorised Rep: T U B L
urnorise ep' 5 3 PSO 3 90.2 *1- Reduced separation is possible where all parties [ including NBN) are consulted and agreement is reached.
ASHBURNER FRANE'S P-I-Y LTD 6 0 on 10 128.6 *2 - Only where profection barriers are used, for example: conduit, bedding, marker fape and cover batten
: 8 0
Phone: 0889420585 9 ; NBN SYSTEM NOTES
E-Mail: claudioj@ashburnerfrancis.com.au Iglﬁt L‘mggg SE ;'/ISHOLES (5) 1. ALL CONDUIT SHALL ENTER AND EXIT THROUGH THE PIT ENDS (SHORT SIDE) AND COMPLY WITH
: THE MAXIMUM NUMBER AND SIZE OF CONDUIT ENTRIES ALLOWED.
nbn Reference Number:| Stage Number:
TOTAL NUMBER OF CONDUITS: 15
STG-M000041601 B TOTAL LENGTH OF CONDUITS: 2672 2. FINAL DROP CONDUITS (P20) SHALL HAVE A MAXIMUM NUMBER GF 3 OFF 90 DEGREE SWEEP
F : : BENDS BETWEEN PIT TAKE OFF AND THE PCD MINIMUM RADIUS 300mm, BE FITTED WITH 10mm F
Design Revision: BIA. NYLON BRAW ROPE AND APPRGVED DROP STUB LABEL TIED TO DRAW ROPE AT PIT END.
A BEND AND CONDUIT ENDS
MUST BE PERPENDICULAR 3. PROVIDE COMPLETE CERTIFICATION OF THE COMPLETED INSTALLATIGN UPON COMPLETION OF
T0 PIT WALL. COMPLIANCE TESTING SET OUT IN NBN GUIBELINES.
A TELECOMMUNICATION PIPES L, ALL TRENCHES SHALL BE CO-ORDINATED WITH OGTHER SERVICES AND STRUCTURES AND BE
OPTIC FIBRE CONDUITS l ]j SEE NOTE 8 FOR CONDUIT COMPLETE WITH 50mm BEDBDING SAND.
- SHORT PIT WALL. - -
PROJECT HAS BEEN DESIGNED TO NBNCo. GUIDELINES. ANY CONSTRUCTION CARRIED GUT BY DEVELGOPERS/CONSTRUCTORS BASED ON THIS PLAN : — > éb:_DE(L]I,;I\IE:ZLélTS SHALL BE SEALED AGAINST INGRESS OF DIRT AND WATER AS REQUIRED BY NBN
ARE TGO BE CARRIED OUT AT OWN RISK. REFER TO NBNCo. WEB SITE FOR GUIDELINES FOR DEVELOPERS NBN-TE-CT0-194. A '
NOTE 2: — 6. PITS SHALL NOT BE LOCATED WITHIN FIVE METRES OF A CORNER OF A STREET, IN A VEHICULAR
ENSURE THAT THE INSTALLATION OF ALL P50 ROAD CROSSINGS ARE SET AS CLOSE TG 90 DEGREES AS POSSIBLE. PLAN VIEW SECTION A-A ACCESS OR IN A DRIVEWAY.
NOTE 3:
NG CONDUIT INFRASTRUCTURE INCLUDED IN THIS DESIGN IS TO BE CONNECTED TGO ANY EXISTING INFRASTRUCTURE THAT IS NOT OWNED BY THE 7. COMMON TRENCHING WITH ELECTRICAL AND OTHER SERVICES SHALL BE CG-ORDINATED WITH
DEVELOPER. TYPICAL PIT CROSS SECTION (N.T.S.) RESPECTIVE PARTIES TO ENSURE NBN SPACING STANDARDS ARE COMPLIED WITH.
NGTE &:
G ALL CONDUIT IS LOCAL UNLESS NOTED OTHERWISE. 8. INSTALL GUARD WIRE TO NBN DOCUMENT 010264A01 IN ALL TRENCHES. G
NOTE 5:
CONTRACTOR TO SEAL AND BURY P100 AND P20 CONDUITS AT END OF PROVIDED SHARED TRENCH TO NBNCo. GUIDELINES, 9. INSTALL PIT LIDS MARKED ONLY WITH NBN OR COMMUNICATIONS
NOTE 6:

REFER TO POWER/ELECTRICAL DESIGN FOR MINIMUM CLEARANCE DISTANCE REQUIRED BETWEEN ELECTRICAL PILLAR OR PIT AND 10. INSTALL ONLY WHITE COMMUNICATION CONDUITS.
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