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NOTE
1. WHERE SEWER IO ARE LOCATED IN DRIVEWAYS OR FOOTPATHS

THE CONCRETE SURROUND SHALL BE REMOVED AND A GATIC LID
CAST INTO THE DRIVEWAY/FOOTPATH SLAB.

2. SEWER MAIN LOCATED UNDER WATER MAINS.

SIGNED    .......................................................................................     DATE  ..................

GENERAL MANAGER INFRASTRUCTURE   -   CITY OF PALMERSTON

This permission to use is given on the basis that the Developer and/or
Consultant is not absolved from full responsibility for the correctness and
accuracy of the design and/or documents associated. This permission is valid
for two years from date of signing.
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ROADWORKS AND STORMWATER DRAINAGE

LIMIT OF WORKS

LEGEND

EXISTING STORMWATER DRAINAGE

EXISTING SEWER

EXISTING UNDERGROUND ELECTRICITY

EXISTING WATER

LOT BOUNDARY

PROPOSED STORMWATER DRAINAGE PIPE

PROPOSED SEWER

PROPOSED WATER MAIN.

PROPOSED SIDE ENTRY PIT

PROPOSED ELECTRICAL PROPERTY CONNECTION.

PROPOSED LAYBACK KERB & GUTTER

PROPOSED DRIVEWAY LOCATION

PROPOSED FOOTPATH IN ACCORDANCE WITH CoP.
STANDARDS

PROPOSED UPRIGHT KERB & GUTTER

PROPOSED ELECTRICAL

PROPOSED STREETLIGHT.

FH PROPOSED WATER HYDRANT.

PROPOSED WATER VALVE.

PROPOSED SEWER PROPERTY CONNECTION AND IO
CONCRETE SURROUND.

PROPOSED SEWER MANHOLE.

PROPOSED SEWER ACCESS CHAMBER.

PROPOSED WATER PROPERTY CONNECTION.

PROPOSED NBN PIT

DRIVEWAY SETOUT POINTSXX

PROPOSED STREET SIGN

PROPOSED ASPHALT PAVEMENT.

INTERSECTION - 40mm ASPHALT PAVEMENT.

PROPOSED KERB RAMP.
REFER SDG STD DRG SS1009 FOR DETAILS.

PROPOSED ROAD CENTRE LINE

12.0 EXISTING SURFACE CONTOURS

12.0 DESIGN SURFACE CONTOURS

PROPOSED SUBSOIL DRAIN

PROPOSED SUBSOIL DRAINAGE
CLEAN OUT POINT

PROPOSED ROOFWATER PROPERTY PIT

EXISTING WATER HYDRANT

EXISTING WATER VALVE

EXISTING SEWER MAINTENANCE HOLE
OR ACCESS CHAMBER

EXISTING STORMWATER STRUCTURE

EXISTING STREETLIGHT.

EXISTING WATER PROPERTY CONNECTION.

EXISTING SEWER PROPERTY CONNECTION

SITE BOUNDARY

PROPOSED STORMWATER PROPERTY CONNECTION DN225

PROPOSED STORMWATER PROPERTY CONNECTION DN150

PROVIDED FOR INFORMATION PURPOSES ONLY 
AND SHOULD NOT BE USED FOR CONSTRUCTION
- BUILDERS/BUYERS ARE TO INFORM THEMSELVES
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